
PANOS Q

PANOS Q LF 1/32W TC-TELI EVG 190 TI 60811106

Downlight

We reserve the right to make technical changes without prior notice. 23.02.2009 © Zumtobel

Downlight; lamp(s): 1/32W TC-TELI/TEL; horizontal lamp position; with high frequency ballast,  (separate unit, dimensions: 
278x114x53mm) ; reflector body made of high-quality, UV-resistant polycarbonate, facetted,  mirrorbrite and iridescent-free; wide-
beam light distribution, suitable for DSE workstation lighting when used with louvre (UGR <19); please order louvre separately as 
accessory; light-proof luminaire housing in the ceiling; titanium die-cast aluminium cover frame; power connection: 5-pole connector 
terminal; installation: die-cast aluminium mounting surround with spring clips for tool-free recessed mounting in ceilings of thickness 1-
20 mm; ceiling cut-out: 190mm x 190mm,  recessed depth: 100mm; weight: 1.47 kg
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Light Distribution STD - standard
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• Lamps: 1 x TC-TELI / 32W
• Total luminous flux: 2400 lm
• Color Rendering Index: 1B
• Ballast: EVG Tridonic PC PRO
• Connected Load: 34,5 W  Lambda = 0,97
• CELMA: A2


